RWEKA- TAPPED DENSITY TESTER SVM 221 (5i. No: 300155 .06b1) 








OBJECTIVE 

@ To determine the bulk densities of powdered drugs under loose and tapped E ? 
packing conditions » 

SCOPE g a 

@ The tapping action is generated by a rotating eccentric camshaft which lifts the amp sae 
platform and allows it to drop back to its original position Bo rs 

RESPONSIBILITIES ~ 

@ it is the responsibility of designated personnel in Pharmaceutics lab to train 


staff and students on this procedure and to ensure adherence to this procedure. 


@ itis the responsibility of designated personnel (staff or Student) to follow the instructions of this procedure. 

@ Each side of the dual Tapped Density Tester is calibrated to the corresponding platform. Ensure the correct 
platform is placed into the proper sleeve (left and right). 

REFERENCES 

@ Instruction Manual (Operation Guide) - Tapped Density Tester, SVM 202, Erweka, Germany 

PRECAUTIONS 

@ The Tapped Density Tester produces excessive noise levels. During operation consider wearing approved 
hearing protection devices or operating the unit in the optional acoustic cabinet 

@ Operation of a Tapped Density Tester involves the use of solids and powders. Unskilled, improper, or careless 
use of this instrument can create shock hazards 

PROCEDURE FOR OPERATING 

Dual-platform Tapped Density 1 ester 

Check that all the connections of the instrument are proper. 

Weigh the sample & fill in a measuring cylinder of Tapped Density Tester. 


Fix the measuring cylinder into the holder provided for holding the measuring cylinder on the instrument. 
Power “ON” the instrument. 


eooo @ 


Select the mode of operation, either timer or counter, by pressing TIME COUNT. This key toggles the unit 

between the two operating modes. The Timer LED illuminates to indicate the timer option is selected. The 

Counter LED illuminates to indicate the counter option is selected. 

Enter either the number of taps (up to 999,999) or the time duration (in hh:mm:ss format) as applicable and 

press ENTER. Once entered, the test duration is saved by the unit and does not need to be reset unless you 

want to change it. To change the duration, enter the new value and press ENTER, 

® Pass the product through a number 18 sieve (1.00 mm sieve opening), if appropriate, and weigh the product 
for each cylinder separately. Step 5. Load the product into the cylinders and level it without compacting, if 
necessary. : 

¢ Press START STOP to begin. The time duration or number of taps count down on the display screen and the 


test stops automatically when 0 is reached. The display automatically resets to the original set value preparing 
the instrument for the next test, i 


¢ To calculate the tapped density, use the following equation: 

¢ tapped density = initial weight / final volume 
STOPPING A TEST 
When running a test on a Tapped Density Tester, you can stop the test by pressing START STOP. The cylinders 
stop immediately and the display returns to the original test length setting. 
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